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CCTVSTAR

Star Surveillance

8 Ch. DVR: SSA-0824CVI

~—— Features

&

- Full HD(1080P) or HD(720P) Recording

- Hybrid DVR with CVI + Megapixel IP Camera support

- Camera coaxial control(OSD, ZOOM without data cable)

- Supports 1000+ feet of cable run (UTP Balun capable)

- Dual Streaming DVR with Main and Sub streaming Capability
- Real-Time Recording at 720P and 15fps per channel at 1080P
- H.264 Video Compression

- HDMI / VGA video output, Audio Input and output

Supports Mac, PC, iPhone,
and Android equipments

Specification

Operating System
Multi-Process
Preview

Controller

Video Input Method

Video Input

Video Output

Video Compression
Video Recording

Video Playback

Video Zoom

Motion Detection Mode
Recording Mode
Search Mode

Alarm

Audio

Internal HDD

USB

Operating Temperature
Power Supply
Compatible Browser

Mobile Application

SSA-0412CVI

SSA-1648CVI

Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)

1/4 1/4/8 1/4/8/16

USB Mouse, Remote Controller, and Network

HD-CVI via BNCHD
Megapixel IP via RJ-45

8 Ch. of 1080P or 720P (auto selectable)
4 Ch. of CVI + 4 Ch. of IP (both 1080P or 720P)
5 Ch. of CVI + 3 Ch. of IP (both 1080P or 720P)
6 Ch. of CVI + 2 Ch. of IP (both 1080P or 720P)
7 Ch. of CVI + 1 Ch. of IP (both 1080P or 720P)

16 Ch. of 1080P or 720P (auto selectable)
12 Ch. of CVI + 4 Ch. of IP (both 1080P or 720P)
13 Ch. of CVI + 3 Ch. of IP (both 1080P or 720P)
14 Ch. of CVI + 2 Ch. of IP (both 1080P or 720P)
15 Ch. of CVI + 1 Ch. of IP (both 1080P or 720P)

4 Ch. of 1080P or 720P (auto selectable)
3 Ch. of CVI + 1 Ch. IP (both 1080P or 720P)
2 Ch. of CVI + 2 Ch. IP (both 1080P or 720P)

HDMI, and VGA
H.264 Latest Profile

CVI: 1080P@15fps / 720P@30fps (each channel)
IP: 1080P or 720P@30fps (each channel)

1/ 4 simultaneously 1 /4 8 simultaneously 11/4 18 /16 simultaneously

Live and playback with mouse selection
22 x 15 Detection zones, Multi-level Sensitivity Trigger recording, PTZ, tour, alarm, email
Manual, Alarm, Tempering, Motion, Continuous
Time/Date, Alarm, Motion Detection Search, Log Search
- 8 Alarm Input / 1 Output

1 Input /1 Out: G711A, G711U or PCM

1 bay 4 TB tested: Total 4 TB 2 bays 4 TB tested: Total 8 TB

2 USB ports (2 rear) 3 USB ports (1 front , 2 rear) 2 USB ports (1 front, 1 rear)
14°F ~ 131°F [ -10°C ~ +55°C
DC 12V, consumes 15 Watts without HDD
Internet Explorer™, Google Chrome™

Android™  iPhone™
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HD-CVI 720P CAMERA

Model

REB-1MI2812-CVI

(Varifocal IR Eyeball) 1/2.9" Dual Scan HD CMOS

REB-1MI2812-CVIW

(Varifocal IR Eyeball) 1/2.9" Dual Scan HD CMOS

SD-1MI2812-CVI
(Varifocal IR
Indoor Dome)

1/3" Progressive CMOS

SVD-1MI2712-CVIW
(Varifocal IR
Vandal Dome)

1/2.9" Progressive CMOS

SB-1MI2812M-CVI

(Varifocal IR Bullet) 1/3" Progressive CMOS

SB-1MI2812M-CVIW

(Varifocal IR Bullet) 1/3" Progressive CMOS

SB-1MI550-CVI

(Varifocal IR Bullet) 1/3" Progressive CMOS

SSM-1M36-CVI
(Smoke Detector
Style Camera)

1/3" Progressive CMOS

il

SPIR-1M37-CVI

| (PIR Style Camera) 1/3" Progressive CMOS

) SPD-1M12X-CVI 1/3" Sony Exmor CMOS

(PTZ Camera)

SPO-1MS12XC-CVI

(PTZ Camera) 1/3" Sony Exmor CMOS

SPO-1MAL20X-CVI

(IR PTZ Camera) 1/3" Sony Exmor CMOS

SPO-1MSI20W-CVI

(IR PTZ Camera) 1/2.8" Sony Exmor CMOS
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720P
1312(H) x 740(V)

720P
1312(H) x 740(V)

960P
1280(H) x 960(V)

720P
1280(H) x 720(V)

960P
1280(H) x 960(V)

960P
1280(H) x 960(V)

960P
1280(H) x 960(V)

960P
1280(H) x 960(V)

960P
1280(H) x 960(V)

720P
1280(H) x 960(V)

720P
1280(H) x 960(V)

720P
1280(H) x 960(V)

720P
1280(H) x 960(V)

2.8-12mm AVF

2.8-12mm AVF

2.8-12mm
Varifocal

2.7-12mm
Varifocal

2.8-12mm
Varifocal

2.8-12mm
Varifocal

5-50mm
Varifocal

3.6mm Fixed

3.7mm pinhole

12x optical zoom
16x digital zoom
5.1-61.2mm

12x optical zoom
16x digital zoom
5.1-61.2mm

20x optical zoom
16x digital zoom
4.7 - 94mm

20x optical zoom
16x digital zoom
4.7 - 94mm

CCTVSTAR

36 IR LEDs

36 IR LEDs

18 IR LEDs

2 Array IR LEDs

72 IR LEDs

72 IR LEDs

3 Array IR LEDs
14 piranha lights

1 Array IR LED

2 near IR LEDs
4 far IR LEDs

Star Surveillance

True Day & Night
DNR

True Day & Night
DNR

True Day & Night
Smart IR
OsD
3D DNR

True Day & Night
Smart IR
2D DNR

True Day & Night
Smart IR
OSsD
3D DNR

True Day & Night
Smart IR
OsD
3D DNR

True Day & Night
Smart IR
OsD
3D DNR

True Day & Night
0OSsD
3D DNR

True Day & Night
0osD
3D DNR

True Day & Night
0OSD
2D /3D DNR
D-WDR

True Day & Night
0osD
2D /3D DNR
D-WDR

True Day & Night
0OSsD
2D /3D DNR
D-WDR

True Day & Night
0osD
2D /3D DNR
D-WDR
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Power

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

AC 24V

AC 24V

AC 24V

AC 24V



Model

REB-2MI2812-CVI/
REB-2MI2812-CVIW
(Varifocal IR Eyeball)

SVD-2MI36-CVIW /
SVD-2MI2712-CVIW
(IR Vandal Dome)

W Wy, sB2MIBB-CVIW/
SB-2MI2712-CVIW
| (IR Bullet)
K ) SPD-2M12X-CVI
(PTZ Camera)

SPO-2MS12XC-CVI
(PTZ Camera)

SPO-2M20X-CVI
(PTZ Camera)

SPO-2MAL20X-CVI
(IR PTZ Camera)

SPO-2MSI20W-CVI
(IR PTZ Camera)

PD-2MI36-CVI /
PD-2MI36-CVI-B
(IR Indoor Dome)

PD-2MI2812-CVI /
PD-2MI2812-CVI-B
(Varifocal IR
Indoor Dome)

PVD-2MI36-CVI /
PVD-2MI36D-CVI
(IR Vandal Dome)

‘ PVD-2MI2812-CVI /
g PVD-2MI2812D-CVI
- | Bl (Varifocal IR
Vandal Dome)
PB-2MI36-CVI(W) /

PB-2MI2812-CVI(W)
(IR Bullet)

HD-CVI 1080P CAMERA

1/2.8" Sony Exmor CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Sony Exmor CMOS

1/2.8" Sony Exmor CMOS

1/2.8" Sony Exmor CMOS

1/2.8" Sony Exmor CMOS

1/2.8" Sony Exmor CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1080P
1984(H) x 1105(V)

1080P
1984(H) x 1225(V)

1080P
1984(H) x 1225(V)

1080P
1944(H) x 1092(V)

1080P
1944(H) x 1092(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

2.8-12mm AVF

3.6mm Fixed /
2.7-12mm
Varifocal

3.6mm Fixed /
2.7-12mm
Varifocal

12x optical zoom
16x digital zoom
5.1-61.2mm

12x optical zoom
16x digital zoom
5.1-61.2mm

20x optical zoom
16x digital zoom
4.7 - 94mm

20x optical zoom
16x digital zoom
4.7 - 94mm

20x optical zoom
16x digital zoom
4.7 - 94mm

3.6mm Fixed

2.8-12mm
Varifocal

3.6mm Fixed

2.8-12mm
Varifocal

3.6mm Fixed /
2.8-12mm
Varifocal

CCTVSTAR

36 IR LEDs

12 IR LEDs /
2 Array IR LEDs

24 IR LEDs

1 Array IR LED

2 near IR LEDs
4 far IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

42 IR LEDs

Star Surveillance

True Day & Night
0OSsD
3D-DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR

True Day & Night
Smart IR
OsD
2D /3D DNR

True Day & Night
0osD
2D /3D DNR
D-WDR

True Day & Night
0OSD
2D /3D DNR
D-WDR

True Day & Night
0OSD
2D /3D DNR
D-WDR

True Day & Night
0SsD
2D /3D DNR
D-WDR

True Day & Night
0OSD
2D /3D DNR
D-WDR

True Day & Night
Smart IR
OSsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

Power

DC 12V

DC 12V

DC 12V

AC 24V

AC 24V

AC 24V

AC 24V

AC 24V

DC 12V

DC 12V

DC 12V /

Dual
Voltage

DC 12V /
Dual
Voltage

DC 12V
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CCTVSTAR

Star Surveillance

4 Ch. DVR: SSA-0412H-TVI 8 Ch. DVR: SSA-0824H-TVI 16 Ch. DVR: SSA-1648H-TVI
IP IP IP
[RYE .2 [ RYE .2 [ RYE .2
960H, 720p & 1080p HD 960H, 720p & 1080p HD 960H, 720p & 1080p HD

~—— Features ~ ‘
Supports Mac, PC, iPhone,

- Dual-stream & H.264 video compression and Android equipmenfs

- Supports HD-TVI, analog and IP camera triple hybrid
- Full Channel @1080P resolution non-realtime recording

- Full Channel @720P resolution realtime recording
- HDMI and VGA output at up to 1920x1080P resolution
- Long transmission distance over coax cable

& J
Specification
Model SSA-0412H-TVI SSA-0824H-TVI SSA-1648H-TVI
Operating System Embedded LINUX
Multi-Process Multiplex (Live, Multi-Channel Record, Multichannel Playback, and Network Operation)
Video Input 4 Ch. BNC interface (1.0Vp-p, 75 Ohm) 8 Ch. BNC interface (1.0Vp-p, 75 Ohm) 16 Ch. BNC interface (1.0Vp-p, 75 Ohm)
Supported camera types T20P@25fps, 720P@30fps, 720P@50fps, 720P@60fps, 1080P@25fps, 1080P@30fps, CVBS
Video Output HDMI, and VGA
HDMI / VGA Output 1920x1080/60Hz, 1280x1024/60Hz, 1280x720/60Hz, 1024x768/60Hz
Video Compression H.264 Latest Profile

Main stream: 1080P(non-real-time) / 720P / VGA / WD1 / 4CIF / CIF

Encadibgiic=oliton Sub-stream: WD (non-real-time) / 4CIF (non-real-time) / CIF / QCIF / QVGA

Main stream: 1/16 fps ~ Real time frame rate

REMETEL Sub-stream: 1/16 fps ~ Real time frame rate

Video bitrate 32 Kbps - 6 Mbps

Dual-stream Support

Stream type Video, Video & Audio

Synchronous playback 4 Ch. 8 Ch. 16 Ch.

Playback resolution 1080P / 720P / VGA/ WD1 / 4CIF / CIF / QVGA/ QCIF

Audio compression G.711u

Audio Input / Output 1 Input / 1 Out

Audio bitrate 64 Kbps

Network protocols TCP/IP, PPPoE, DHCP, DNS, DDNS, NTP, SADP, SMTP, SNMP, NFS, iSCSI, UPnP™ HTTPS

Internal HDD 1 bay 4 TB tested: Total 4 TB 2 bay 4 TB tested: Total 8 TB
Network interface 10M/100M self-adaptive Ethernet interface

Serial interface Standard RS-485 serial interface, half-duplex

USB 2 USB ports

Working temp. / humidity 14°F ~ 131°F / 10% ~ 90%

Power Supply DC 12V, consumes 15 Watts without HDD DC 12V, consumes 20 Watts without HDD
Dimensions (W x D x H) 315 x 242 x 45mm (12.4 x 9.5 x 1.8 inch) 380 x 290 x 48mm (15.0 x 11.4 x 1.9 inch)
Weight (without HDD) 3.3 1Ibs 4.4 bs
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4 Ch.: SSA-0412HL-TVI

TRUE IR
HD/TVI o

960H, 720p & 1080p HD

TRY

8 Ch.: SSA-0824HL-TVI

E IP TRUE 2
VI o HD/TVI o™

960H, 720p & 1080p HD

CCTVSTAR

Star Surveillance

16 Ch.: SSA-1648HL-TVI 32 Ch.: SSA-3296HL-TVI

TRUE IR
HD/TVI "
960H, 720p & 1080p HD 960H, 720p & 1080p HD

~—— Features

- Dual-stream & H.264 video compression

- Supports HD-TVI, analog and IP camera triple hybrid

- Full Channel @1080P resolution recording

- HDMI and VGA output at up to 1920x1080P resolution

- Long transmission distance over coax cable

- Supports up to 4, 8, 16 Ch. synchronous playback

pS

Supports Mac, PC, iPhone,
and Android equipments

Specification
Model
Main Processor
Operating System
Multi-Process
Video Input
IP Video Input
Supported camera types
CVBS Output
HDMI / VGA Output

Video Compression
Encoding resolution (main)
Encoding resolution (sub)
Frame rate

Video bitrate
Dual-stream
Stream type
Recording Speed
Synchronous playback
Playback resolution
Audio Input / Output
Audio compression
Audio bitrate

Alarm

Network protocols
Internal HDD
Network interface
Serial interface
USB

Working temp.
Working humidity
Power Supply

Dimensions (W x D x H)

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833

SSA-0412HL-TVI

4 Ch. BNC interface (1.0Vp-p, 75 Ohm)

4 Ch.

100 ~ 240VAC, 47 ~ 63HZ, 30W

SSA-0824HL-TVI

SSA-1648HL-TVI SSA-3296HL-TVI

High performance embedded microprocessor
Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
8 Ch. BNC interface (1.0Vp-p, 75 Ohm) 16 Ch. BNC interface (1.0Vp-p, 75 Ohm) 32 Ch. BNC interface (1.0Vp-p, 75 Ohm)
2 Channel up to 2 megapixel resolution
720P@25fps, 720P@30fps, 720P@50fps, 720P@60fps, 1080P@25fps, 1080P@30fps, CVBS
1 Ch. BNC(1.0 Vp-p, 750hm), Resolution: PAL 704 x 576, NTSC 704 x 480
1920x1080/60Hz, 1280x1024/60Hz, 1280x720/60Hz, 1024x768/60Hz
H.264 Latest Profile

5 } Main stream: 1080P(non-real-time)
Main stream: 1080P / 720P / VGA / 4CIF / CIF 720P / VGA ] WD1 / 4CIF / CIF
Sub-stream: WD1(non-real-time) / 4CIF(non-real-time) / CIF / QCIF / QVGA

Main stream: 1/16 fps ~ Real time frame rate
Sub-stream: 1/16 fps ~ Real time frame rate

32 Kbps - 10 Mbps 32 Kbps ~ 6 Mbps
Support
Video, Video & Audio
1080P @ 30fps per Channel 1080P @ 15fps per Channel

8 Ch. 16 Ch. 16 Ch.
1080P / 720P / VGA/ WD1 / 4CIF / CIF / QVGA/ QCIF
4 Input / 2 Out
G.711u
64 Kbps
16 Input / 4 Out
TCP/IP, PPPoE, DHCP, DNS, DDNS, NTP, SADP, SMTP, SNMP, NFS, iSCSI, UPnP™, HTTPS
4 SATA interfaces for 4 HDDs, 1 eSATA interface / Up to 4 TB capacity for each disk
10M / 100M / 1000M self-adaptive Ethernet interface
RS-232, RS-485, Keyboard
3 USB ports
14°F ~ 131°F
10% ~ 90%
100 ~ 240VAC, 47 ~ 63HZ, 40W

100 ~ 240VAC, 47 ~ 63HZ, 55W 100 ~ 240VAC, 47 ~ 63HZ, 55W

445 x 390 x 70 mm (17.5 x 15.3 x 2.7 inch)
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HD-TVI 720P CAMERA

Model

HEB-1MI36-TW
(IR Eyeball)

HEB-1M36A2-TW
(IR Eyeball)

HEB-1M36A4-TW
(IR Eyeball)

HD-1MI2812D-TW
(Varifocal IR
Indoor Dome)

HVD-1MI2812D-TW
(Varifocal IR
Vandal Dome)

HB-1MI36-TW
(IR Bullet)

HB-1M36A2-TW
(IR Bullet)

HB-1M36A4-TW
(IR Bullet)

HB-1M36A8-TW
(IR Bullet)

HB-1MI2812D-TW
(Varifocal IR Bullet)

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

Effective Pixel

720P
1280(H) x 720(V)

720P
1280(H) x 720(V)

720P
1280(H) x 720(V)

720P
1305(H) x 1049(V)

720P
1305(H) x 1049(V)

720P
1280(H) x 720(V)

720P
1280(H) x 720(V)

720P
1280(H) x 720(V)

720P
1280(H) x 720(V)

720P
1305(H) x 1049(V)

3.6mm Fixed

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

2.8-12mm
Varifocal

3.6mm Fixed

3.6mm Fixed

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

CCTVSTAR

IR LEDs

24 IR LEDs

1 Array IR LED

1 Array IR LED

24 IR LEDs

24 IR LEDs

24 IR LEDs

1 Array IR LED
(60 ft. IR distance)

1 Array IR LED
(120 ft. IR distance)

1 Array IR LED
(240 ft. IR distance)

42 IR LEDs

Star Surveillance

True Day & Night
Smart IR
DNR

True Day & Night
Smart IR

True Day & Night
Smart IR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
0OsD
3D DNR
D-WDR

True Day & Night
Smart IR
DNR

True Day & Night
Smart IR

True Day & Night
Smart IR

True Day & Night
Smart IR

True Day & Night
Smart IR
0OsD
2D /3D DNR
D-WDR
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Power

DC 12V

DC 12V

DC 12V

DC 12V
AC 24V

DC 12V
AC 24V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V
AC 24V
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HD-TVI 1080P CAMERA

Model

HEB-2MI36-TW
(IR Eyeball)

HEB-2M36A4-TW
(IR Eyeball)

HEB-2M2812A5-TW
(Varifocal IR Eyeball)

HD-2MI2812D-TW
(Varifocal IR
Indoor Dome)

HVD-2MI2812D-TW
(Varifocal IR
Vandal Dome)

HB-2MI36-TW
(IR Bullet)

HB-2M36A4-TW /
HB-2M36A8-TW
(IR Bullet)

HB-2M2812A5D-TW
(Varifocal IR Bullet)

HPO-2M23XC-T
(PTZ Camera)

HPO-2M23X-T
(PTZ Camera)

HPO-2M23XA10-T
(IR PTZ Camera)

HPO-2M30X-T
(PTZ Camera)

HPO-2M30XA10-T
(IR PTZ Camera)

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

CCTVSTAR

Star Surveillance

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

1080P
1920(H) x 1080(V)

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

2.8-12mm
Varifocal

2.8-12mm
Varifocal

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

23x optical zoom
16x digital zoom
4 -92mm

23x optical zoom
16x digital zoom
4 -92mm

23x optical zoom
16x digital zoom
4 -92mm

30x optical zoom
16x digital zoom
4 - 120mm

30x optical zoom
16x digital zoom
4 - 120mm

24 IR LEDs

1 Array IR LED

1 Array IR LED

24 IR LEDs

24 IR LEDs

24 IR LEDs

1 Array IR LED

(120 ft. IR distance /
240 ft. IR distance)

1 Array IR LED

10 Array IR LEDs

10 Array IR LEDs

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
0OSsD
3D DNR
D-WDR

True Day & Night
0osD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR

True Day & Night
0osD
3D DNR
D-WDR

True Day & Night
Smart IR, OSD
3D DNR
D-WDR
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DC 12V

DC 12V

DC 12V

DC 12V
AC 24V

DC 12V
AC 24V

DC 12V

DC 12V

DC 12V
AC 24V

AC 24V

AC 24V

AC 24V

AC 24V

AC 24V



Pic.

Model

PD-2MI36-TB
(IR Indoor Dome)

PD-2MI36-TW
(IR Indoor Dome)

PD-2MI2812-TB
(Varifocal IR
Indoor Dome)

PD-2MI2812-TW
(Varifocal IR
Indoor Dome)

PVD-2MI36-TW
(IR Vandal Dome)

PVD-2MI36D-TW
(IR Vandal Dome)

PVD-2MI2812-TW
(Varifocal IR
Vandal Dome)

PVD-2MI2812D-TW
(Varifocal IR
Vandal Dome)

PB-2MI36-T /
PB-2MI36-TW
(IR Bullet)

PB-2MI2812-T /
PB-2MI2812-TW
(Varifocal IR Bullet)

Image Sensor

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

1/3" Progressive CMOS

CCTVSTAR, Inc. /2003 W. Raymer Ave. Suite# A Fullerton, CA 92833

Effective Pixel

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

1080P
1920(H) x1080(V)

Lens

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

2.8-12mm
Varifocal

3.6mm Fixed

3.6mm Fixed

2.8-12mm
Varifocal

2.8-12mm
Varifocal

3.6mm Fixed

2.8-12mm
Varifocal

CCTVSTAR

Star Surveillance

IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

30 IR LEDs

42 IR LEDs

42 IR LEDs

Functions

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

True Day & Night
Smart IR
OsD
3D DNR
D-WDR

/ Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com

Power

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V
AC 24V

DC 12V

DC 12V
AC 24V

DC 12V

DC 12V



CCTVSTAR

Star Surveillance

4 Ch. DVR: SSA-0412AHD 8 Ch. DVR: SSA-0824AHD 16 Ch. DVR: SSA-1648AHD

~—— Features ~ ‘ .
Supports MAC, PC, iPhone, g
Lop- 'l Wil

- HD and SD Hybrid AHD DVR and Android equipmenfs : [ P —

- Realtime recording at 720P and 960H
- Dual Streaming DVR with Main and Sub streaming Capability

- E-sata Support for external recording(Not for backup)
- Supports 1000+ Feet of cable run(UTP Balun capable)
- Supports Mac, PC, 10S and Android
& J

Specification

Model SSA-0412AHD SSA-0824AHD SSA-1648AHD
Operating System Embedded LINUX
Multi-Process Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
Display division 1,4 1,4,6,7,8,9 1,4,6,7,8,9,10, 13, 16
Video Input 4 Ch. BNC interface (1.0Vp-p, 75 Ohm) 8 Ch. BNC interface (1.0Vp-p, 75 Ohm) 16 Ch. BNC interface (1.0Vp-p, 75 Ohm)
Video Output CVBS(main or spot selectable), VGA and HDMI(auto detection)
Video Compression H.264 High Profile
Resoliion 1280x720, 960x480, 720x480, 720x240, 360x240 (NTSC)
1280x720, 960x576, 720x576, 720x288, 360x288 (PAL)
Frame rate T720P@60fps / 720P@50fps 720P@120fps / 720P@100fps T20P@240fps / 720P@200fps
960H@120fps / 960H@100fps 960H@240fps / 960H@200fps 960H@480fps / 960H@400fps
Quality Ultra, Super, High, Middle, Low
Record Mode Manual, Schedule, Event(motion detection/sensor)
Pre/Post recording 5~ 300 sec
Playback Speed Fast forward and backward(x2/x4/x8/x16), Field step, Pause
Search Mode Time table, Go-to, Event, Preview
s IR Remote Controller, Digital zoom(x2, x4, x8), _P_riva_cy mask_(per channel), Motion _Detection(8x8, sensitivity 1~20)
Watermark proof, Remote Notification(Email message, Push service), Watchdog
Backup device USB-DVD+RW / USB flash drive / Network
Sensor 4 input/ 1 relay output 8 input / 1 relay output
Audio compression G711
Audio Input / Output 4 Ch. RCA Input 0.5~1.4 Vp-p @ 20K Ohm /1 Ch. RCA Out
Network protocols TCP/IP, SMTP, DHCP, DDNS, uPnP
HDD 1 bay 4 TB tested: Total 4 TB, 1 e-SATA(for only recording, not support backup)
Serial interface Standard RS-485 serial interface
USB 2 USB ports
Working temp. / humidity 41°F ~ 104°F / 30 ~ 80% RH
Power Supply DC 12V 2A
Dimensions (W x D x H) 300mm (W) x 210mm (H) x 45mm (D)

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com



CCTVSTAR

Star Surveillance

4 Ch. DVR: SSA-0412AHD2 8 Ch. DVR: SSA-0824AHD2 16 Ch. DVR: SSA-1648AHD2

~— Features N
- Full HD 1080p realtime live viewing Supports MAC, PC, iPhone,
- 1080P / 720P / 960H / D1 Video Format Auto Detection and Android equipments

- Email notifications with image capture
- Mobile push alarm service of motion and alarm events

- Remote Monitoring of Live and recorded video via Mobile APP
- Digital Zoom (x2, x4, x8) in Live & Playback
- Full Channel Audio Recording

- Dual Streaming to conserve bandwidth

- J
Specification
Model SSA-0412AHD2 SSA-0824AHD2 SSA-1648AHD2
Operating System Embedded LINUX
Multi-Process Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
Video Input 4 Ch. BNC interface (1.0Vp-p, 75 Ohm) 8 Ch. BNC interface (1.0Vp-p, 75 Ohm) 16 Ch. BNC interface (1.0Vp-p, 75 Ohm)
Video Output VGA and HDMI
Video Compression H.264 High Profile
Resolition 1080P@60fps / 1080P@50fps 1080P@120fps / 1080P@100fps 1080P@240fps / 1080P@200fps
720P@120fps / 720P@100fps 720P@240fps / 720P@200fps 720P@480fps / 720P@400fps
Quality Ultra, Super, High, Middle, Low
Record Mode Manual, Schedule, Event(motion detection/sensor)
Pre/Post recording 5~ 300 sec
Playback Speed Fast forward and backward(x2/x4/x8/x16), Field step, Pause
Search Mode Time table, Go-to, Event, Preview
Digital Zoom X2, x4, x8
Privacy Mask YES (Per channel)
Sensor Input / Output 4 Input / 1 Output 8 Input / 1 Output 16 Input / 1 Output
Audio compression G711
Audio Input / Output 4 Ch. RCA Input/ 1 Ch. RCA Out 8 Ch. RCA Input/ 1 Ch. RCA Out 16 Ch. RCA Input/ 1 Ch. RCA Out
Web service Two-way audio, P2P, Timezone, DST
Remote notification Email message, Push service
HDD HDD x1 (Up to 4TB) HDD x2 (Up to 8TB)
E-SATA E-Sata x1 (For only recording, not support backup)
Serial interface Standard RS-485 serial interface
USB 2 USB ports
Working temp. / humidity 41°F ~ 104°F / 30 ~ 80% RH
Power Supply DC 12V 2A DC 12V 5A
Dimensions (W x D x H) 300mm (W) x 210mm (D) x 450mm (H) 380mm (W) x 340mm (D) x 450mm (H)

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com



Pic.

cCcTV

Star Surveillance

STAR

Model Image Sensor Effective Pixel Lens IR LEDs Functions Power
True Day & Night
Smart IR
LEB-1M36-AHD - : 720P .
(IR Eyeball) 1/3" Progressive CMOS 1280(H) x 800(V) 3.6mm Fixed 24 IR LEDs osD DC 12V
3D DNR
D-WDR
True Day & Night
Smart IR
LEB-1M36-AHDW " : 720P )
(IR Eyeball) 1/3" Progressive CMOS 1280(H) x 800(V) 3.6mm Fixed 24 IR LEDs OosD DC 12V
3D DNR
D-WDR
True Day & Night
Smart IR
PD-2MI36-AHD-B " . 1080P :
(IR Indoor Dome) 1/3" Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs OosD DC 12V
3D DNR
D-WDR
True Day & Night
Smart IR
PD-2MI36-AHD " . 1080P ;
(IR Indoor Dome) 1/3" Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs 3[)033R DC 12V
D-WDR
True Day & Night
PD-2MI2812-AHD-B Smart IR
(Varifocal IR 1/3" Progressive CMOS 19200_’:)0201%80(\/) 2\'/2}:&2)21; 30 IR LEDs osD DC 12V
Indoor Dome) 3D DNR
D-WDR
True Day & Night
PD-2MI2812-AHD Smart IR
(Varifocal IR 1/3" Progressive CMOS 1920(:”0)8(01280(\/) 2\}2}:52: 30 IR LEDs osD DC 12V
Indoor Dome) 3D DNR
o D-WDR
‘ True Day & Night
Smart IR
y/ PVD-2MI36-AHD " } 1080P )
}/\\ ) (IR Vandal Dome) 1/3" Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs OosD DC 12V
= | 3D DNR
D-WDR
True Day & Night
y PVD-2MI36D-AHD 1080P Smart IR DC 12V
’/ ) (IR Vandal Dome) 1/3" Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs OosD AC 24V
=~ “ 3D DNR
D-WDR
‘ True Day & Night
p PVD-2MI2812-AHD Smart IR
/i \ (Varifocal IR 1/3" Progressive CMOS 1920 “_1|)0 301280 W) 2\}2}:;?; 30 IR LEDs OsD DC 12v
= Z | Vandal Dome) 3D DNR
D-WDR
‘ True Day & Night
y PVD—2MI_2812D—AHD . » 1080P 28-12mm Smart IR DC 12V
/ \ (Varifocal IR 1/3" Progressive CMOS 1920(H) x 1080(V) Vaiitocal 30 IR LEDs osD AC 24V
i~ 1 Vandal Dome) 3D DNR
‘ D-WDR
True Day & Night
PB-2MI36-AHD / 1080P Smart IR
PB-2MI36-AHDW 1/3" Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 42 IR LEDs OsD DC
(IR Bullet) 3D DNR
D-WDR
True Day & Night
Smart IR
PB-2MI2812-AHD " . 1080P 2.8-12mm
(Varifocal IR Bullet) 1/3" Progressive CMOS 49511y y 1080(V) Varifocal 421RILERS 05D
3D DNR
D-WDR
True Day & Night
Smart IR
1080P 2.8-12mm
; 42 IR LEDs OsD
1920(H) x 1080(V) Varifocal 3D DNR
D-WDR

1/3" Progressive CMOS

Ty
s & PB-2MI2812-AHDW
(Varifocal IR Bullet)

%

CCTVSTAR, Inc. /2003 W. Raymer Ave. Suite# A Fullerton, CA 92833
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HD-SDI 720P DVR

Star Surveillance

8 Ch. DVR: SSA-0872L-SDI

~—— Features

- HD-SDI DVR with HD(720P)

CCTVSTAR

- New longer distance technology
(500~800 feet depending upon cable type)
- Supports Multiple Event Recording
(Schedule / Continuous / Motion / Alarm)
- Dual Streaming DVR with Main and Sub streaming Capability
- H.264 Video Compression
- HDMI/VGA video output, Audio input and output
- Best image quality by True Digital HD Encoding

Supports MAC, PC, iPhone,
and Android equipments

&

Specification

Operating System
Multi-Process
Preview

Video Input

Video Output
Dual-stream

Video Compression
Resolution

Frame rate

Video Recording
Video Playback
Video Zoom

Record Mode
Search Mode
Motion Detection Mode
Controller

Audio compression
Audio Input / Output
HDD

Serial interface
USB

Working temp.
Power Supply
Compatible Browser

Mobile Application

SSA-0472L-SDI

SSA-1672-SDI

Embedded LINUX

Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)

1/4 Ch. 1/4/9Ch. 1/4/9/16 Ch.
4 Ch. of 720P 8 Ch. of 720P 16 Ch. of 720P
VGA and HDMI
Support

H.264 Latest Profile
1280(H) x 720(V)
T720P@120fps / 720P@100fps T20P@240fps / 720P@200fps
720P at 30fps each channel
1/ 4 simultaneously 1 /4 /9 simultaneously
Live and playback with mouse selection
Manual, Alarm, Tempering, Motion, Continuous
Time/Date, Alarm, Motion Detection Search
Multiple zones, Multi-level Sensitivity Trigger recording, PTZ, tour, alarm, email
USB Mouse, Remote controller, and Network
G711
1 Input / 1 Out
1 bay 4 TB tested: Total 4 TB
Standard RS-485 serial interface
2 USB ports
14°F ~ 131°F
DC 12V
Internet Explorer™

Android™  iPhone™

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com
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174179 /16 simultaneously

2 bays 4 TB tested: Total 8 TB



HD-SDI 1080P DVR

CCTVSTAR

Star Surveillance

8 Ch. DVR: SSA-0824K-SDI

—— Features

- HD-SDI DVR with HD(1080P)
- New longer distance technology

-

(500~800 feet depending upon cable type)
- Supports Multiple Event Recording
(Schedule / Continuous / Motion / Alarm)
- Dual Streaming DVR with Main and Sub streaming Capability
- H.264 Video Compression
- Best image quality by True Digital HD Encoding

Supports MAC, PC, iPhone,
and Android equipments

Specification
L

Operating System
Multi-Process
Video Input

Video Output

Video Compression
Resolution

Frame rate

Bit Rate

Encode

Quality

Record Mode
Video Playback
Search Mode
Alarm Input / Output
Alarm Mode

Alarm Triggering
Audio Input / Output
HDD

Network Interface
Network Protocol
Serial interface
USB

Working temp. / Humidity
Power Supply
Power Supply
Mobile Application

Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
4 Ch. of SDI 8 Ch. of SDI 16 Ch. of SDI
BNC, VGA, and HDMI
H.264 Latest Profile
1920(H) x 1080(V)
1080P@120fps / 1080P@100fps 1080P@240fps / 1080P@200fps 1080P@480fps / 1080P@400fps
2 ~ 12Mbps
VBR/CBR
6 level
Manual, Timer, Motion, Sensor
4 Ch.
Time, motion, sensor, single or multi-channel
4 Input / 4 Out 8 Input / 4 Out 16 Input / 4 Out
Sensor, Motion, Video Loss
Record, PTZ move, relay out, e-mail, etc.
4 Input/ 1 Out 8 Input / 1 Out 16 Input/ 1 Out
Sata x8, eSata x2 (Support 3TB per HDD), DVD-RW
RJ45 Gigabit ethernet
TCP/IP, UDP, DHCP, DNS, PPPOE, DDNS
2 RS-485
2 USB ports
32°F ~ 122°F / 10% ~ 90%
AC 110V / 220V
430mm x 450mm x 89mm (W x D x H)

Android™  iPhone™

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com




HD-SDI 1080P DVR

CCTVSTAR

8 Ch. DVR: SSA-0824HDS

~—— Features

- Realtime Full HD(1080P) Recording
- Supports Multiple Event Recording
(Schedule / Continuous / Motion / Alarm)
- Dual Streaming with Mobile and Web
- H.264 Video compression
- HDMI/VGA video output
- Audio input and output / Alarm input and output
- Motion detection with 352 area setting
- Touch interface with hideaway front key

(&

Supports MAC, PC, iPhone,
and Android equipments

Specification

Main Processor

SSA-0424HDS

Operating System
Multi-Process
Video Input 4 Ch. of SDI
Video Output

Video Compression
Display resolution
Recording resolution
Record Mode

Video Playback 1/ 4 Simultaneously

Search Mode

Motion detection

High performance embedded microprocessor

Embedded LINUX

8 Ch. of SDI
VGA and HDMI
H.264 Latest Profile
1920(H) x 1080(V), 1280(H) x 1024(V), 1280(H) x 720(V) @ Realtime
1080P, 720P, 1080i, 960H, 720H @ Realtime
Manual, motion detection, time, alarm
1/4 /9 Simultaneously
Calendar, event, POS, panorama, thumbnail

Motion detection with 352 area setting

Alarm Input 4 Input

Alarm Output 2 Out

Audio Input 4 Input

Audio Output 1 Out

Audio Codec G711 Audio Compression
HDD Sata x2 (Up to 2TB each / HDD mirroring selectable)

Network Interface RJ45 Gigabit ethernet
USB 2 USB ports

Serial interface 2 RS-485

Working temp. / Humidity
Power Supply
Mobile Application

41°F ~ 104°F / 10% ~ 80%
DC 12V

Android™  iPhone™

Star Surveillance

SSA-1648HDS

Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)

16 Ch. of SDI

1/4/9/ 16 Simultaneously

16 Input
14 Out

16 Input

Sata x4, eSata x1

3 USB ports

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833
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Model

KEB-1MI36SDI
(IR Eyeball)

KEB-1MI36SDI-W
(IR Eyeball)

p—

“

KD-1MI36-SDI
(IR Indoor Dome)

P
S

KD-1MI2812-SDI
(Varifocal IR
Indoor Dome)

e

Yy

?’ |
—

KVD-1MI36-SDI
(IR Vandal Dome)

KVD-1MI2812-SDI
(Varifocal IR
Vandal Dome)

KB-1MI36L-SDI /
KB-1MI36L-SDI-W
(IR Bullet)

KB-1MI36-SDI /
KB-1MI36-SDI-W
(IR Bullet)

KB-1MI2812-SDI
(Varifocal IR Bullet)

KB-1MI2812-SDI-W
(Varifocal IR Bullet)

HD-SDI 720P CAMERA

1/2.9” Progressive CMOS

1/2.9” Progressive CMOS

1/2.9” Progressive CMOS

1/3" Sony Exmor CMOS

1/2.9” Progressive CMOS

1/3" Sony Exmor CMOS

1/2.9” Progressive CMOS

1/2.9” Progressive CMOS

1/3" Sony Exmor CMOS

1/3" Sony Exmor CMOS

Effective Pixel

720P
1312(H) x 740(V)

720P
1312(H) x 740(V)

720P
1312(H) x 740(V)

720P
1296(H) x 1041(V)

720P
1312(H) x 740(V)

720P
1296(H) x 1041(V)

720P
1312(H) x 740(V)

720P
1312(H) x 740(V)

720P
1296(H) x 1041(V)

720P
1296(H) x 1041(V)

3.6mm Fixed

3.6mm Fixed

3.6mm Fixed

2.8-12mm AVF

3.6mm Fixed

2.8-12mm AVF

3.6mm Fixed

3.6mm Fixed

2.8-12mm AVF

2.8-12mm AVF

CCTVSTAR

IR LEDs

24 IR LEDs

24 IR LEDs

24 IR LEDs

30 IR LEDs

24 IR LEDs

36 IR LEDs

30 IR LEDs

30 IR LEDs

36 IR LEDs

36 IR LEDs

Star Surveillance

True Day & Night
Smart IR
2D DNR

True Day & Night
Smart IR
2D DNR

True Day & Night
Smart IR
2D DNR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
Smart IR
2D DNR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
Smart IR
2D DNR

True Day & Night
Smart IR
2D DNR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

Power

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

DC 12V

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833
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CCTVSTAR

Star Surveillance

HD-SDI 1080P CAMERA

True Day & Night
KHEB-2MI36 ” ; 1080P :
“ (IR Eyeball) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 24 IR LEDs 23:31'\:2 DC 12V

0 ) True Day & Night
f \ KHEB-2MI36-W . ) 1080P )
L‘ > ) (IR Eyeball) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 24 IR LEDs zrl:r;zgt’\lls DC 12V

True Day & Night
KHD-2MI36 5 : 1080P -
(IR Indoor Dome) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 24 IR LEDs Smart IR DC 12v

o
S

2D DNR
a KHD-2MI2812 1080P e Dgég Nt
(Varifocal IR 1/3" Sony Exmor CMOS 1920(H) x 1080(V) 2.8-12mm AVF 30 IR LEDs 3D DNR DC 12V
Indoor Dome) ppeiv

I\
y

True Day & Night
KHVD-2MI36 . . 1080P :
' ‘ (IR Vandal Dome) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 24 IR LEDs grtr;z-ll:)rt,\lls DC 12V

KHVD-2MI2812DH True Day & Night

. - 1080P OSD DC 12V
(Varifocal IR 1/3" Sony Exmor CMOS 1920(H) x 1080(V) 2.8-12mm AVF 36 IR LEDs 3D DNR AC 24V
Vandal Dome) D-WDR

True Day & Night

KHB-2MI36L . . 1080P :
(IR Bullet) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs Smart IR DC 12V
2D DNR
dm
% True Day & Night
b
> “ KHB-2MI36L-W 1/2.9” Progressive CMOS 1080P 3.6mm Fixed 30 IR LEDs Smart IR DC 12V
¥ - im (IR Bullet) 1920(H) x 1080(V)
@) e 2D DNR
True Day & Night
KHB-2MI36 . . 1080P :
(IR Bullet) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs Smart IR DC 12V
2D DNR
True Day & Night
KHB-2MI36-W 5 ; 1080P ’
(IR Bullet) 1/2.9” Progressive CMOS 1920(H) x 1080(V) 3.6mm Fixed 30 IR LEDs Smart IR DC 12V
2D DNR
True Day & Night
KHB-2MI2812DH " 1080P 0OSD DC 12V
(Varifocal IR Bullet) 1/3" Sony Bxmor CMOS o501y x 1080y 28 12mmAVE 36 IRLEDs 3D DNR AC 24V
D-WDR

= o (Varifocal IR Bullet) (L8R =chyEXNORCNO= B W0 it T ool s o Ayt S8 IRLED= 3D DNR AC 24V

D-WDR

- True Day & Night
|' : ’ KHB-2MI2812DH-W 1080P 0OSD DC 12V

True Day & Night

- Smart IR
KHB-2MI650D . 1080P DC 12V
v (Varifocal IR Bullet) 1/3" Sony BExmor CMOS 4551y x 1080(V) 6-50mm AVF 8 Super IR LEDs 3[()) gaR AC 24V

D-WDR

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com



MEGAPIXEL IP PRODUCT

MEGAPIXEL IP NVR

CCTVSTAR

Star Surveillance

MEGAPIXEL IP PRODUCT

MEGAPIXEL IP PRODUCT

~—— Features

- Realtime Full HD(1080P) recording
- Event recording supports schedule, continuous, motion, alarm and Android equipments
- Configures IP Camera’s frame speed for recording

- ONVIF Compatible, H.264 video compression

- Dual streaming NVR with main and sub streaming capability
- HDMI/VGA video output, Audio input and output, 2 Sata HDD

- Touch sensitive frontal keypad

-

Supports Mac, PC, iPhone,

Specification

Main Processor
Operating System
Multi-Process
Video Input

Video Output
Camera comatibility
Video Compression

Display resolution

Recording resolution

Record Mode
Video Playback
Search Mode
Motion detection
Alarm

Audio

Audio Codec
HDD

Network Interface
USB

Serial interface
Working temp.
Working humidity
Power Supply
Demension
Weight

Mobile Application

High performance embedded microprocessor
Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
4 Ch. of IP Camera 9 Ch. of IP Camera 16 Ch. of Camera
VGA and HDMI
ONVIF compatible
H.264 Latest Profile
1080P@30fps / 960P@30fps / 720P@30fps
1080P / 960P / 720P / 960H / D1 / CIF / QCIF
Manual recording, motion detection recording, time recording, alarm recording
1/ 4 Simultaneously 1/4 /9 Simultaneously 1/4/9/ 16 Simultaneously
Time/date, alarm, motion detection, log search
16 x 12 detection grid sensitivity level 1~6 adjustable can trigger: PTZ / Tour / Alarm / Email / FTP
4 Input/ 1 Out
1 Input / 1 Out
G711 Audio Compression
SATA x2 (Up to 3TB each)
10/100Mbps, RJ45
3 USB ports (1 front, 2 rear)
Standard RJ-485, half-duplex, green terminal
32°F ~ 131°F
10% to 90%
DC 12V, 4Amp
10" x 8 1/3" x 1 2/3" / 252mm x 213mm x 42mm
4 Ibs (without HDD)

Android™ iPhone™

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com




~—— Features

-

MEGAPIXEL IP NVR

CCTVSTAR

Star Surveillance

8 Ch. NVR: SSN-0824P

- Full HD 1080P Realtime recording

- Always Real-Time Live video regardless REC speed
with Pinetron 45fps IP Cameras

- 4/8/16CH Full PoE Support

- Plug & Play with Auto Port Forwarding

- Mobile push alarm service of motion and alarm events

- Remote Live and recorded video via Mobile APP

Supports Mac, PC, iPhone,
and Android equipments

Specification

Main Processor
Operating System
Multi-Process
Display division
Video Input

Video Output

Video Compression
Max. rate & resolution
Throughput(Bit Rate)
Record Mode
Quality

Pre/Post Recording
Search Mode
Playback Speed
Motion detection
Control

Power recovery
Sensor Input / Output
Audio Input / Output
Audio Codec

HDD

Service

USB

Working temp. / humidity

Power Supply

Demension

SSN-0412P SSN-1648P
High performance embedded microprocessor
Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
1,4 1,4,6,7,8,9 1,4,6,7,8,9,16
4 Ch. PoE 8 Ch. PoE 16 Ch. PoE

VGA and HDMI
H.264 Latest Profile
1080P @ Max. 400 / 480fps
Max. 40 Mbps
Manual, Schedule, Event (motion/sensor)
Super, High, Middle, Low (4levels)

3sec / 5~300sec

Calendar, Time, Event, Thumb-nail, Instant Playback
1x ~ 16x FF/REW, STEP
8 x 8 Grids / 20 Sensitivity Levels
IR Remote control, mouse, client S/W
Auto Recovery
4 Input / 1 relay output
4 Input from IP Camera / 1 Out 8 Input from IP Camera / 1 Out 16 Input from IP Camera / 1 Out
G711 Audio Compression
1x SATAHDD (Up to 6TB) 2x SATA HDDs (Up to 12TB)
TCP/IP, SMTP, DHCP, DDNS, UPnP, Hole Punching
2 USB ports
40°F ~ 104°F / 30 ~ 80% RH

48V 1.2A Adapter 48V 2A Adapter 52V 2.5A/ 12V 5.0A SMPS

300 x 227 x 53mm 380 x 340 x 50mm
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CCTVSTAR ;

Star Surveillance

MEGAPIXEL IP NVR

MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT

~—— Features ~
- Up to 5 Megapixels resolution recording SUPPOT'fS Mac, PC, iPhone,
- Third-party network cameras supported and Android equipments

- Plug & Play with 4 independent PoE network interfaces
- HDMI and VGA output at up to 1920x1080P resolution
- HDD quota and group management

-2 SATAHDD interface up to 4TB each

- 4/8 independent PoE network interfaces

-

Specification

_ SSN-04H4P2 SSN-16H8P2
Main Processor High performance embedded microprocessor
Operating System Embedded LINUX
Multi-Process Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
Video Input 4 Ch. PoE (20 Mbps Bit Rate Input Max) 8 Ch. PoE (40 Mbps Bit Rate Input Max) 16 Ch. PoE (80 Mbps Bit Rate Input Max)
Video Output VGA and HDMI
VGA Output Resolution Up to 1080P/60Hz
HDMI Output Resolution Up to 1080P/60Hz
Video Compression H.264 Latest Profile
Recording Resolution 5MP / 3MP / 1080P / UXGA / 720P / VGA/ 4CIF / DCIF / 2CIF / CIF / QCIF
Synchronous Playback 4 Ch. 8 Ch.
Playback Resolution 5MP / 3MP / 1080P / UXGA / 720P / 4CIF / VGA/ DCIF / 2CIF / CIF / QCIF
Audio Input 1 Input
Audio Output 1 Ch. RCA (Linear, 1kQ)
Two-way Audio 1 Ch. RCA (2.0Vp-p, 1kQ)
Audio Codec G711 Audio Compression
HDD 2x SATA HDD (Up to 4TB each)
Service TCP/IP, SMTP, DHCP, DDNS, UPnP
Network Interface RJ45 10M/100M/1000M
PoE Network Interfaces 4 independent 100Mbps PoE Ethernet interfaces 8 independent 100Mbps PoE Ethernet interfaces
Serial Interface 1 RS-485 interface (Reserved)
USB 2 USB ports
Working temp. 14°F ~131°F
Working humidity 10 ~90% RH
Power Supply AC 100~240V, 47~63Hz, 3A
Demension 17.5x 11.42 x 1.77 inch
Weight 4 4lbs ( without hard disk)
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CCTVSTAR

Star Surveillance

MEGAPIXEL IP NVR

| cmawemamm
TRUENEE TRUENEE

MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT

32 Ch. NVR: SSN-32H16P4

~—— Features

&

- Up to 5 Megapixels resolution recording

- HDMI and VGA output at up to 1920x1080P resolution

- Third-party network cameras supported

-4 SATAHDD interface up to 4TB each

- Plug & Play with 16 independent PoE network interfaces
- HDD quota and group management

-4

Supports Mac, PC, iPhone,
and Android equipments

Specification

Main Processor
Operating System
Multi-Process

Video Input

Video Output

VGA Output Resolution
HDMI Output Resolution
Video Compression
Recording Resolution
Frame Rate
Synchronous Playback
Playback Resolution
Alarm Input / Output
Audio Output

Two-way Audio

Audio Codec

HDD

E-Sata

Network Interface

PoE Network Interfaces
Serial Interface

USB

Working temp.

Working humidity

Power Supply

SSN-16H16P4

High performance embedded microprocessor
Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
16 Ch. PoE 32 Ch. PoE
VGA and HDMI
1920x1080P@60Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1024x768@60Hz
1920x1080P@60Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1024x768@60Hz
H.264 Latest Profile
5MP / 3MP / 1080P / UXGA / 720P / VGA / 4CIF / DCIF / 2CIF / CIF / QCIF
Main stream: 50 fps (P), 60 fps (N) / Sub-stream: 50 fps (P), 60 fps (N)
16 Ch.
5MP / 3MP / 1080P / UXGA / 720P / 4CIF / VGA/ DCIF / 2CIF / CIF / QCIF
16 Input / 4 Output
2 Ch., BNC(Linear Electrical Level, 600Q) 1 Ch. RCA(Linear, 1kQ)
1 Ch. RCA (2.0Vp-p, 1kQ)
G711 Audio Compression
2x SATA HDD (Up to 4TB each)
1 E-Sata interface
1 RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface
16 independent 100Mbps PoE Ethernet interfaces
1 RS-232, 1 RS-485, 1 keyboard 485 serial interface 1 RS-232 interface, 1 RS-485 interface
3 USB ports
50°F ~ 131°F
10 ~90% RH

AC 100~240V

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833 /Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com



MEGAPIXEL IP NVR CCTVSTAR

_ 64 Ch.: SSN-64H8 _ 64 Ch.: SSN-64HRS
TRUENetT TRUENeET TRUENeET TRUENeT

MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT MEGAPIXEL IP PRODUCT
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~—— Features ~ ‘
Supports Mac, PC, iPhone,

- Third-party network camera supported and Android equipmenfs

- Up to 5 Mega pixel (2560%1920) recording resolution
- HDMI and VGA output up to 1920 x 1080P resolution
- Dual gigabit network interfaces

- eSATA interface for recording or archiving
- Flip open front panel for easy HDD installation

& 4
Specification
Main Processor High performance embedded microprocessor
Operating System Embedded LINUX
Multi-Process Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
Video Input 32 Ch. IP Camera 64 Ch. IP Camera 32 Ch. IP Camera 64 Ch. |IP Camera
Video Output 1VGA, 1 HDMI, 1 BNC
VGA Output Resolution Up to 1080P/60Hz
HDMI Output Resolution Up to 1080P/60Hz
Video Compression H.264 Latest Profile
Recording Resolution 5MP / 3MP / 1080P / UXGA / 720P / VGA/ 4CIF / DCIF / 2CIF / CIF / QCIF
Record Mode Manual, Schedule, Event (motion / sensor)
Alarm Input / Output 16 Input / 4 Output
Audio Input 1 Input
Audio Output 2 Output
Two-way Audio 1 Ch. RCA (2.0Vp-p, 1kQ)
Audio Codec G711 Audio Compression
HDD 8 SATA interfaces
E-Sata 1 E-Sata
RAID N/A RAIDO, 1,5, 10
Service TCP/IP, SMTP, DHCP, DDNS, UPnP
Network Interface 2 RJ45 10M/100M/1000M adaptive Ethernet Interface
uUsB 3 USB ports
Working temp. 142F'~131%E
Working humidity 10 ~90% RH
Power Supply AC 100~240V
Demension 17.52" (W) x 18.5" (D) x 3.54" (H)
Weight 17.64 Ibs (without hard disk or DVD-R/W)
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MEGAPIXEL IP NVR

CCTVSTAR

Star Surveillance

076000000600 00 00

~—— Features

-

- Up to WD1 real-time encoding for analog cameras Supports Mac, PC, iPhone,
- Third-party network cameras supported and Android equipments

- Up to 5 Megapixels resolution recording

- HDMI and VGA output at 1920%1080P resolution
- 8/16-ch synchronous playback

- HDD quota and group management

- Dual Gigabit network interfaces

Specification
L
Multi-Process
Analog Video Input
IP Video Input
VGA Output
CVBS Output
HDMI Output
Video Compression
Recording Resolution
Synchronous Playback
Playback Resolution

Alarm Input / Output
Audio Input

Audio Output
Two-way Audio
Audio Codec
HDD

E-Sata

Network Interface
Serial Interface
USB

Working temp.
Working humidity
Power Supply
Demension

Weight

SSNH-04H04A8

SSNH-32H16A8

Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
4 Ch. 8 Ch. 16 Ch.
4 Ch. 16 Ch. 32 Ch.
1920x1080P@60Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1280x720@60Hz, 1024x768@60Hz
1 Ch. BNC (1.0 Vp-p, 75 Q), resolution: PAL: 704 x 576, NTSC: 704 x 480
1920x1080P@60Hz, 1920x1080P@50Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1280x720@60Hz, 1024x768@60Hz
H.264 Latest Profile
WD1/ 4CIF / 2CIF / CIF / QCIF

8 Ch. 16 Ch.

5MP / 3MP / 1080P / UXGA / 720P / 4CIF / VGA / DCIF / 2CIF / CIF / QCIF

4 Input / 2 Ouput 16 Input / 4 Output
8 Ch. 16 Ch.
4 Ch. RCA (2.0 Vp-p, 1kQ) Audio 1-4: RCA (2.0 Vp-p,1 kQ) Audio 1-4: RCA (2.0 Vp-p,1 kQ)
Audio 5-8: DB26 connector Audio 5-8: DB26 connector

2 Ch. RCA (2.0 Vp-p, 1kQ)
1 Ch. RCA (2.0Vp-p, 1kQ)
OggVorbis
8 SATA interfaces for 4 HDDs + 1 DVD-R/W (default), or 8 HDDs (Up to 4TB capacity for each disk)
1 E-Sata Interface
2 RJ45 10M / 100M / 1000M adaptive ethernet interfaces
1 RJ45 RS-232 interface, 1 RS-485 interface, 1 RS-485 keyboard interface
3 USB ports
14°F ~ 131°F
10 ~ 90% RH
AC 100~240V, 6.3A, 50~60Hz
445 x 470 x 90mm (W x D x H)
17.64 Ibs (without hard disk or DVD-R/W)
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MEGAPIXEL IP PRODUCT

MEGAPIXEL IP NVR

CCTVSTAR

Star Surveillance

32 Ch. NVR: SSN-32H16P4

TRUENEE

~—— Features

&

- H.264 video compression

- Third-party network cameras supported

- Up to 5 Megapixels resolution recording

- HDMI and VGA output at up to 1920x1080P resolution
- HDD quota and group management

J

Supports Mac, PC, iPhone,
and Android equipments

Specification

Main Processor
Operating System
Multi-Process
Analog Video Input
IP Video Input

VGA Output

CVBS Output

HDMI Output

Video Compression
Recording Resolution
Frame Rate
Synchronous Playback
Playback Resolution
Alarm Input / Output
Audio Input

Audio Output
Two-way Audio
Audio Codec

HDD

Network Interface
Serial Interface
USB

Working temp.
Working humidity
Power Supply

Dimensions

SSNH-16H08A2

High performance embedded microprocessor
Embedded LINUX
Multiplex (Live, Multi-Channel Record, Multi-Channel Playback, and Network Operation)
8 Ch. 16 Ch.
16 Ch. 32 Ch.
1920x1080P@60Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1024x768@60Hz
1 Ch. BNC (1.0 Vp-p, 75 Q), resolution: PAL: 704x576, NTSC: 704x480
1920x1080P@60Hz, 1600x1200@60Hz, 1280x1024@60Hz, 1024x768@60Hz
H.264 Latest Profile
WD1/ 4CIF / 2CIF / CIF / QCIF
25fps (P) / 30fps (N)
16 Ch.
5MP / 3MP / 1080P / UXGA / 720P / 4CIF / VGA / DCIF / 2CIF / CIF / QCIF
8 Input / 4 Output 16 Input / 4 Output
4 Ch. RCA (2.0 Vp-p, 1 kQ)
1 Ch. RCA (Linear, 1kQ)
1 Ch. RCA (2.0Vp-p, 1kQ)
OggVorbis
2x SATA HDD (Up to 4TB each)
1 RJ45 10M / 100M / 1000M adaptive Ethernet Interface
1 RS-485 interface
2 USB ports
14°F ~ 131°F
10 ~90% RH
DC 12V

445 x 290 x 45 mm (W x D x H)
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3MP IP CAMERA

Model

HIB-3M
(Box Camera)

HIVD-3MI4P
(IR Vandal Dome)

HIVD-3MI2812PC
(Varifocal IR
Vandal Dome)

HIVD-3MI25P
(IR Vandal dome)

HIVMD-3MI4WP
(IR Wi-Fi
Vandal dome)

HIEB-3MA4P
(IR Eyeball)

HIMB-3MI4P
(IR mini Bullet)

HIB-3MA4
(IR Bullet)

HIB-3MI2812PC
(Varifocal IR Bullet)

HIMB-3MI2812PC
(Varifocal IR Bullet)

HIC-3MI4WPC
(IR Cube)

HIVF-3MI1
(Fisheye)

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

Effective Pixel

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

C/CS mount

4mm Fixed

2.8-12mm
Varifocal

2.5mm Fixed

4mm Fixed

4mm Fixed

4mm Fixed

4mm Fixed

2.8-12mm
Varifocal

2.8-12mm VF
Motorized Lens

4mm Fixed

1.05mm

CCTVSTAR

Functions

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

Star Surveillance

Audio

Audio (Optional)

Audio

On-board storage
(up to 64GB)
Build-in Mic.

Audio, Alarm I/O
Wi-Fi

Audio
Built-in Heater

PIR detection
Built-in Mic. &
Speaker
Audio, Wi-Fi

Audio

/ Tel 714.870.9966 / Fax 714.870.7088 / Http://www.cctvstar.com

Power

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE
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5MP & PTZ IP CAMERA

Model

HIB-5MC
(Box Camera)

HIVD-5MAAPC
(Varifocal IR
Vandal Dome)

HIB-5MI3509P
(Varifocal IR Bullet)

HIVF-5MI1
(Fisheye)

HIPO-2MI30XAD
(IR Network PTZ)

HIPO-2MI30XPD
(IR Network PTZ)

HIPO-2MI20XPD
(IR Network PTZ)

HIPO-2M20XPD
(NETWORK PTZ)

HIPO-2MI4XPD
(IR Network PTZ)

HIPO-2MI4XRPD
(IR Network PTZ)

HIPO-2M4XPD
(Network PTZ)

HIPO-2M4XRPD
(Network PTZ)

1/2.5” Progressive CMOS

1/2.5” Progressive CMOS

1/2.5” Progressive CMOS

1/1.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

1/2.8" Progressive CMOS

Effective Pixel

5 Megapixel
2560(H) x 1920(V)

5 Megapixel
2560(H) x 1920(V)

5 Megapixel
2560(H) x 1920(V)

6 Megapixel
3072(H) x 2048(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

C/CS mount

3.5-9mm VF
Motorized Lens

3.5-9mm
Varifocal

1. 05mm Fixed

30x optical zoom
16x digital zoom
4.3 -129mm

30x optical zoom
16x digital zoom
4.3 -129mm

20x optical zoom
16x digital zoom
4.7 - 94mm

20x optical zoom
16x digital zoom
4.7 - 94mm

4x optical zoom
16x digital zoom
2.8 - 12mm

4x optical zoom
16x digital zoom
2.8 - 12mm

4x optical zoom
16x digital zoom
2.8 - 12mm

4x optical zoom
16x digital zoom
2.8 - 12mm

CCTVSTAR

Functions

True Day & Night
0OSD

True Day & Night
0OSD

True Day & Night
0OSD

True Day & Night
0OSD

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

Star Surveillance

Audio

Audio

Audio
360° view angle

Smart Tracking

Recess housing

Recess housing

Power

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

AC24V
High PoE

AC24V
High PoE

AC24V
High PoE

AC24V

AC24V
PoE

AC24V
PoE

AC24V
PoE

AC24V
PoE

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833
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Model

SID-2M36P /
SID-2M2812P
(Indoor Dome)

SID-2MI36P /
SID-2MI2812P
(IR Indoor Dome)

SIVD-2M2812P /
SIVD-2MI2812P
(Varifocal
Vandal Dome)

SIB-2MI36P /
SIB-2MI2812P
(IR Bullet)

SID-3M36P /
SID-3M2812P
(Indoor Dome)

SID-3MI36P /
SID-3MI2812P
(IR Indoor Dome)

SIVD-3M2812P /
SIVD-3MI2812P
(Varifocal
Vandal Dome)

SIB-3MI36P /
SIB-3MI2812P
(IR Bullet)
” SID-5M36P /
SID-5M2812P

(Indoor Dome)

SID-5MI36P /
SID-5MI2812P
(IR Indoor Dome)

e
=3

SIVD-5M2812P /
SIVD-5MI2812P
(Varifocal
Vandal Dome)

SIB-5MI36P /
SIB-5MI2812P
(IR Bullet)

CCTVSTAR, Inc. / 2003 W. Raymer Ave. Suite# A Fullerton, CA 92833

MEGAPIXEL IP CAMERA

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

1/3” Progressive CMOS

Effective Pixel

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

2 Megapixel
1920(H) x 1080(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

3 Megapixel
2048(H) x 1536(V)

5 Megapixel
2560(H) x 1920(V)

5 Megapixel
2560(H) x 1920(V)

5 Megapixel
2560(H) x 1920(V)

5 Megapixel
2560(H) x 1920(V)

3.6mm Fixed /
2.8-12mm

3.6mm Fixed /
2.8-12mm

2.8-12mm
Varifocal

3.6mm Fixed /
2.8-12mm

3.6mm Fixed /
2.8-12mm

3.6mm Fixed /
2.8-12mm

2.8-12mm
Varifocal

3.6mm Fixed /
2.8-12mm

3.6mm Fixed /
2.8-12mm

3.6mm Fixed /
2.8-12mm

2.8-12mm
Varifocal

3.6mm Fixed /
2.8-12mm

CCTVSTAR

IR LEDs

30 IR LEDs

-1
30 IR LEDs

42 IR LEDs

30 IR LEDs

-/
30 IR LEDs

42 IR LEDs

30 IR LEDs

-1
30 IR LEDs

42 IR LEDs

Star Surveillance

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0osD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0osD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSsD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR

True Day & Night
0OSsD
3D DNR
D-WDR

True Day & Night
0OSsD
3D DNR
D-WDR

True Day & Night
0OSD
3D DNR
D-WDR
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Power

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE

DC 12V
PoE



CCTVSTAR

Star Surveillance

Power Supply

12V 2,000mA Power Adaptor 12V 1,200mA Power Adaptor Rack mount power supply
Input: AC 100-240V Input: AC 100-240V (DC12V1620ARM)

50/60Hz 0.8A 50/60Hz Input: AC 110V
Output: DC 12V Output: DC 12V Qutput: DC 12V 16 Output 1.6 Amp
2,000mA 1,200mA

DC 12V 4Port Power Box DC 12V 9Port Power Box DC 12V 18Port Power Box
(DC12V045A) (PS09DC) (PS18DC)

Input: AC 100-240V Input: AC 110V Input: AC 110V ;
Output: Output: Output:

DC 12V 5Amp DC 12V 10Amp DC 12V 10Amp

Max. 60W Max. 120W Max. 120W >

DC 12V 18Port Power Box AC 24V 9Port Power Box AC 24V 18Port Power Box
(DC12V1829A) : (AC24V09P) (AC24V18P) r_"
Input: AC 100-240V Input: AC 115V Input: AC 115V
Output: 60Hz 4Amp 60Hz 8Amp }
DC 12V 29Amp Output: Output:
Max. 348W AC 24V 555mA AC 24V 666mA \

Cable
60ft pre-made cable 65ft pre-made cable 100ft pre-made cable
(SA-RM-100) (SA-RM100C) (SA-RM-200)
Power and video Power and video Power and video
BNC Male to Male BNC Male to Male BNC Male to Male
DC Female to Male DC Female to Male DC Female to Male
500ft white color pre-made cable 500ft black color pre-made cable 1,000ft white color pre-made cable
Quad shielded RG59 Quad shielded RG59 Quad shielded RG59

95% copper swept test
at 5 to 3,000 MHz
Wooden Roll Type

95% copper swept test
at 5 to 3,000 MHz
Pull Type

Sweep-tested to
5 to 3,000 MHz <7
Wooden Roll Type .

Connector

1,000ft black color pre-made cable Male Power Ends 2 Pcs Crimp-On BNC Connector
Quad shielded RG59 Female Power Ends 3 Pcs Crimp-On BNC Connector
Sweep-tested to

5 to 3,000 MHz
Wooden Roll Type
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Connector
BNC to BNC / BNC Twist On RCA to BNC Video Balun (SL-21B)
BNC T Connector BNC to RCA Video Balun with Pigtail (SL-22C)

Video Balun with Power (SL-31B)

2% 6

Housing
Outdoor / Indoor Housing Outdoor / Indoor Housing Outdoor / Indoor Housing
(SA-605IR) (SA-605HB) (SA-605S)
Built-In IR & Blower Heater & BLOWER 350 x 140 x 115mm
373 x 140 x 115mm 373 x 140 x 115mm
DC 12V Dual Voltage
Bracket
Outdoor / Indoor Housing Base Tray for CVI Eyeball Wall Mount Bracket for Eyeball
(SA-605) (SA-EJB-28 /| SA-EJB-28W) (SA-EWB45 /| SA-EWB45W)
373 x 140 x 115mm ﬂ —

Wall Mount Bracket Corner Mount Bracket for PTZ Pole Mount Bracket
for Dome (SA-KDW10) Model SIP-V207 (SA-AB18) ‘7—-'—‘“,; A
for Model PFVD-, PNVD- (SA-WB35) (SA-AB09) ‘ \ i
! o ' l
1 Y ‘

Pendant Bracket for CVI PTZ Pendant Bracket for PTZ Pendant Bracket for Vandal Dome
(SA-CPM/SA-CPA) Model SP-6027 (SA-27XC) o (SA-ABO8W)

=4 Model V207 (SA-AB21)
q | I |
L i

Eils

Camera Mount Bracket Housing Mount Bracket (SA-205N) Sign (SW-Sign-S / SW-Sign-L)
(SA-201/ SA-229) ‘\ Cable Managed Bracket (SA-208) English & Spanish Warning Sign
(Y a Size 11 x 9 inch
ﬁ — Size 18 x 12 inch
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California Main Office

2003 W. Raymer Ave Suite# A
Fullerton, CA 92833

Toll Free: 1-866-410-2288
Tel: 714-870-9966

Fax: 714-870-7088
info@cctvstar.com

Canada Office

Unit 160-12815 Clarke place
Richmond, British Columbia
Canada V6V 2H9

Tel: 714-870-9966(EXT. 8991)

orea Office and R&D

Suite #803, B-Dong, Daewoo-Techno park, 187-7

Dodang-Dong, Wonmi-Gu, Bucheon-Si
enggi-Do, Korea (420-806) ~
el: +82.32. i ‘

8921 ‘

China Factory

B-9F GonMing TianLio YiJing
Industrial Park, GuanMing Town
ShenZhen, China

CCTVSTAR

Star Surveillance

www.cctvstar.com





